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(c) Use of a cooling water intake
structure includes obtaining cooling
water by any sort of contract or ar-
rangement with one or more inde-
pendent suppliers of cooling water if
the supplier withdraws water from
waters of the United States but is not
itself a Phase II existing facility, ex-
cept as provided in paragraph (d) of
this section. This provision is intended
to prevent circumvention of these re-
quirements by creating arrangements
to receive cooling water from an entity
that is not itself a Phase II existing fa-
cility.

(d) Notwithstanding paragraph (c) of
this section, obtaining cooling water
from a public water system or using
treated effluent as cooling water does
not constitute use of a cooling water
intake structure for purposes of this
subpart.

EFFECTIVE DATE NOTE: At 72 FR 37109, July
9, 2007, §125.91 was suspended.

§125.92 [Reserved]

§125.93 What special definitions apply
to this subpart?

In addition to the definitions pro-
vided in §122.3 of this chapter, the fol-
lowing special definitions apply to this
subpart:

Adaptive management method is a type
of project management method where a
facility chooses an approach to meet-
ing the project goal, monitors the ef-
fectiveness of that approach, and then
based on monitoring and any other rel-
evant information, makes any adjust-
ments necessary to ensure continued
progress toward the project’s goal. This
cycle of activity is repeated as nec-
essary to reach the project’s goal.

Annual mean flow means the average
of daily flows over a calendar year.

All life stages means eggs, larvae, ju-
veniles, and adults.

Calculation baseline means an esti-
mate of impingement mortality and
entrainment that would occur at your
site assuming that: the cooling water
system has been designed as a once-
through system; the opening of the
cooling water intake structure is lo-
cated at, and the face of the standard
3-inch mesh traveling screen is ori-
ented parallel to, the shoreline near
the surface of the source waterbody;
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and the baseline practices, procedures,
and structural configuration are those
that your facility would maintain in
the absence of any structural or oper-
ational controls, including flow or ve-
locity reductions, implemented in
whole or in part for the purposes of re-
ducing impingement mortality and en-
trainment. You may also choose to use
the current level of impingement mor-
tality and entrainment as the calcula-
tion baseline. The calculation baseline
may be estimated using: historical im-
pingement mortality and entrainment
data from your facility or from another
facility with comparable design, oper-
ational, and environmental conditions;
current biological data collected in the
waterbody in the vicinity of your cool-
ing water intake structure; or current
impingement mortality and entrain-
ment data collected at your facility.
You may request that the calculation
baseline be modified to be based on a
location of the opening of the cooling
water intake structure at a depth other
than at or near the surface if you can
demonstrate to the Director that the
other depth would correspond to a
higher baseline level of impingement
mortality and/or entrainment.

Capacity utilication rate means the
ratio between the average annual net
generation of power by the facility (in
MWh) and the total net capability of
the facility to generate power (in MW)
multiplied by the number of hours dur-
ing a year. In cases where a facility has
more than one intake structure, and
each intake structure provides cooling
water exclusively to one or more gener-
ating units, the capacity utilization
rate may be calculated separately for
each intake structure, based on the ca-
pacity utilization of the units it serv-
ices. Applicable requirements under
this subpart would then be determined
separately for each intake structure.
The average annual net generation
should be measured over a five year pe-
riod (if available) of representative op-
erating conditions, unless the facility
makes a binding commitment to main-
tain capacity utilization below 15 per-
cent for the life of the permit, in which
case the rate may be based on this
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